
Model kód objem v litroch priemer Ø D výška H Max. tlak
( litre ) ( mm ) ( mm )

ULTRA-PRO 8 V 1100000809 8 199 355 G 3/4" 10bar

ULTRA-PRO 12 V 1100001205 12 270 310 G 1" 10bar

ULTRA-PRO 19 V 1100001911 19 270 411 G 1" 10bar
ULTRA-PRO 24 V 1100002418 24 270 485 G 1" 10bar
ULTRA-PRO 50 V 1100005004 50 380 770 G 1" 10bar
ULTRA-PRO 60 V 1100006004 60 380 860 G 1" 10bar
ULTRA-PRO 80 V 1100008004 80 450 830 G 1" 10bar
ULTRA-PRO 100 V 1100010004 100 450 910 G 1" 10bar
ULTRA-PRO 200 V 1100020004 200 550 1235 G 1 1/2" 10bar
ULTRA-PRO 300 V 1100030004 300 630 1365 G 1 1/2" 10bar
ULTRA-PRO 500 V 1100050004 500 750 1560 G 1 1/2" 10bar
ULTRA-PRO 750 V 1100075050 750 750 2075 G 1 1/2" 10bar
ULTRA-PRO 1000 V 1100100004 1000 850 2100 G 1 1/2" 10bar

pripojenie Ø C

MODEL -  VERTIKÁLNY 



Model kód objem v litroch priemer Ø D výška H Max. tlak
( litre ) ( mm ) ( mm )

ULTRA-PRO 19 H 1100001913 19 270 290 G 3/4" 10bar
ULTRA-PRO 24 H 1100002405 24 270 290 G 1" 10bar
ULTRA-PRO 50 H 1100005005 50 380 410 G 1" 10bar
ULTRA-PRO 60 H 1100006005 60 380 410 G 1" 10bar
ULTRA-PRO 80 H 1100008005 80 450 480 G 1" 10bar
ULTRA-PRO 100 H 1100010005 100 450 480 G 1" 10bar
ULTRA-PRO 200 H 1100020005 200 550 580 G 1 1/2" 10bar
ULTRA-PRO 300 H 1100030005 300 630 660 G 1 1/2" 10bar

pripojenie Ø C

MODEL -  HORIZONTÁLNY 
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